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1. Product Description

IBS Showerline is an excellent choice for wet and high-moisture environments due to its impressive durability 
and ease of installation. With its impact-resistant properties, it can withstand everyday wear and tear, making it 
ideal for high-traffic areas like bathrooms and kitchens. 

The panel features a beautiful, consistent colour with a curtain-coated finish that enhances its aesthetic appeal. 
Its aluminium face and back ensure that it will never rot, offering long-lasting performance.

 Additionally, the surface is protected by a plastic film to safeguard against damage during installation. Easy to 
cut and install, IBS Showerline is both a practical and stylish solution for your building needs.

TABLE 3 - IBS Showerline Performance Claims

NZ Building 
Code clauses Compliance statement BASIS OF COMPLIANCE 

Demonstrated by
B1 Structure
B1.3.1, B1.3.2 
B1.3.3 (A, J, Q)
B1.3.4 (B, C, D, E)

Alternative Solution
› Supplier technical datasheet. 

› Comparisons with other ACM performance 
characteristics. 

B2 Durability
B2.3.1 (C)
B2.3.2 (B)

Alternative Solution › PE is resistant to most chemicals.

C3 Fire Affecting Areas 
Beyond The Source
C3.4 (A)

Alternative Solution › Tested to EN13501. Achieves B,S1, d0. SGS 
[22/10/2010].

E3 Internal Moisture
E3.3.4, E3.3.5, E3.3.6 Alternative Solution › Aluminium is impervious to moisture. 

› Installation is to E3/AS1.
F2 Hazardous 
Building Materials
F2.3.1

Alternative Solution › PE coating is inert once dry.

G3 Food Preparation 
And Prevention Of 
Contamination
G3.3.2 (A)

Alternative Solution

› Panel is an impervious aluminium  
composite panel finished with a  

Polyethylene (PE) coating, comparable with materials 
referenced in paragraph 1.6 

of G3/AS1.


